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Beeston Methodist Church

Construction
STATUS

D 30/05/24 Accommodation stair door ref amended to 
avoid duplicate with store door ref. 

RB

E 03/12/24 Updated ahead of construction showing 
phasing works

KH

F 07/03/25 Updated to only show Phase 1 Scope; 
Amendments as clouded to layout and levels 
following consultation with BC to avoid issues 
with an existing steel beam. Dims and notes 
added. New handrail added. D 1-01 size 
amended.
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Void Over Worship Space OrganGallery Seating
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New guarding to be installed at minimum 1200mm 
height from FFL, in accordance with Methodist Law 
and A.D part K, as spec L30/560   

New gallery section to match existing. Refer to SE 
drawings and specification for gallery construction.

Organ to be renovated by others in existing position with mobile 
console to be used. Access to organ via existing stairs.

Existing gallery to be refurbished

Block up existing opening with blockwork as spec 
F10/335 with plaster finish as spec M20/330. Make 
good to match surrounding wall and decorate as 
noted on drawing 422

Existing decorative panelling and guarding and 
pews set aside for reuse as noted on drawing 102 
to altered and installed to new location. Refer also 
to G20/200 and 205. Decoration as M60/160 and 
drawing 422. Make good all walls with new lime plaster 

as spec M20/330. Refer to drawing 422 
for decoration to client specification.

Refer to drawing 321 for details of new 
wall and floor infill. Read in conjunction 
with SE details and specification

Make good existing wall and wall finishes

NEW INTERNAL STUD WALL 
Minimum 60min fire rating required

- 100mm timber stud wall as spec G20/210 or 230.
- 2No.12.5mm gypsum plasterboard with skim finish 
as spec K10/205
-18mm ply patressing as required as spec P20/240
- Refer to drawing 422 for decoration to client 
specification.
Refer to drawing 353 for proposed doors and 
specification 

New guarding to run the length of the 
gallery between the existing paneling to be 
installed at minimum 1200mm height from 
FFL, in accordance with Methodist Law and 
A.D part K, as spec L30/560   

Existing decorative panelling from the galleries that was set aside 
for reuse as noted on drawing 102 to be altered and installed to 
create new screen in front the new guarding. Refer also to 
G20/200 and 205. Decoration as M60/160 and drawing 422. 

DRY ROT REPAIRS

Client to provide Contractor information on works 
carried out to date. Contractor to investigate extent 
of work remaining and repair accordingly.

Single step to be 
prominently indicated with 
signage and nosing. 
Contractor to submit 
proposals for approval.

New handrail - contractors to 
submit proposal for approval

New floor level to plant room, store room and 
organ area to equal height of riser of the existing 
stair (believed to be 195mm)
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Existing floor level

Proposed floor level

Foul drainage as SE details

Surface water drainage as SE details

Indicative surface water and foul drainage 
layout shown, assumed combined services - 
TBC following further survey or contractor 
investigations 

New steel beams and lintels as per SE 
specification and detailing

Paint all existing and new beams with 
intumescent paint as spec M61/110. Clad in 
plasterboard as spec K10/404

Proposed new door 

Extent of new floor construction in Worship 
Space and adjacent rooms - Refer to 
sections for proposed details for walls, floors, 
roofs etc. 

Indicative extent of new galleries

Indicative extent of new organ level floor

Existing construction
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(section / elevation) (plan)

(section / elevation) (plan)

LEGEND

D x-xx

Drawing to be read in conjunction with Structural Engineer's, 
M&E engineer's drawings and specification. Refer to Fire 
Consultant Report (reference: 510334) and drawing 250 for 
information regarding Fire Strategy.

Refer to Structural Engineer's, drawings and specification for all 
details of drainage, foundations, steel members, lintels, 
concrete beam and block floors, movement joints and roof 
structures.

Refer to the Ecologists preliminary bat roost assessment and 
bat emergence and activity surveys report for proposed 
mitigation strategy and procedures prior, during and post the 
construction phase of works. 

GENERAL NOTES

NEW STAIR GUARDING
Existing guarding to be assessed for viability prior to a new 
guarding being constructed 

1100mm high above finished floor level. Balustrade to achieve 0.74 kN/m 
in accordance with design load Class 1 to BS EN 12600

- 50x50mm timber stud balustrade wall as spec G20/210 or 230.
- 12.5mm gypsum plasterboard with skim finish as spec K10/205
-18mm ply patressing as required as spec P20/240
- Refer to drawing 422 for decoration to client specification.
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